


High Reliability and Stability

WUXGA 6,000 lm WUXGA 5,000 lm

360° Projection Lens shift and zoom lens

PbyP and PinP *6Digital Connectivity

Maxell’s laser light source projectors have 20,000 hours*1 of light source life. Use 
for 50,000 hours*1 can be achieved in LONG LIFE 2 mode. Also, users may select 
their desired operation mode.
Furthermore, in addition to the light source, the phosphor wheel is also dust 
resistant, suppressing brightness level reduction by preventing dust from coming 
into contact with the optical parts.
Users can enjoy using the projector for long periods of time while maintaining its 
brightness. Additionally, though the device is a 5,000 lm projector, it has achieved 
a low noise of 32 dB. This is an optimal feature for presentations and seminars.

Long Life 20,000 hour Laser Light Source

ACCENTUALIZER makes pictures look more real by enhancing 
shade, sharpness, and gloss to make pictures clearer. The HDCR 
function corrects blurred images caused by room lighting or outside 
light sources, and creates an effect similar to increasing contrast 
resulting in clear images even in bright rooms. 

ACCENTUALIZER and HDCR

Hybrid Filter requires less frequent maintenance and cleaning , making 20,000 
hours of operation possible*5.

Hybrid Filter

Other Functions
Bright room HDCR HDCRBright room
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NORMAL
WHISPER LONG LIFE 1

20,000 hours

・Easy Schedule Setting ・DICOM® Simulation Mode*10 ・16W Internal Speaker ・Smart Device Control & 
Monitoring*11  ・Moderator Control Mode*12  ・PIN lock  ・Key lock ・Projector cloning setup application*13

LINE UP
MP-WU5503MP-WU5603

OFF ON

360°

This projector provides great installation 
flexibility as it can be installed at various  
angle. By rotating the projector 90 
degrees, you can project vertically long 
images (Portrait Projection).

*2 These are reference values and may vary depending on products. *3 The values 
are an estimate and may vary depending on the usage environment or use condition. 
*4 Reference values when used in an ambient temperature of 23 °C. The noise 
level varies by the projector model, installation environment, and use condition.

1.7× Zoom
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You can simultaneously display 2 different picture signals in both 
the main area and sub area. In PbyP, displayed in the display size 
ratio. In PinP, the sub area position can be changed. This can be 
used when comparing documents and for discussions.

Featuring a powerful 1.7× manual zoom lens, the projectors allow for a greater range of 
installation possibilities. Manually shift the lens horizontally and vertically to position the 
image on the screen without causing keystone distortion. 

Equipped the HDBaseTTM and 2 HDMI input terminals. HDBaseT 
input, capable of transmitting signals switch no image degradation 
using a standard LAN cable (Cat5e or higher, shielded type) of up 
to approx. 100 m.
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LONG LIFE 2

30,000 hours

LIGHT
OUTPUT MP-WU5503MP-WU5603 MC-WU5503MP-WU5603

Brightness*2
Light 

source life*3

Noise*4

 NOMAL 6,000 lm 5,000 lm 20,000 hours 

 LONG LIFE 1 4,200 lm 3,750 lm 30,000 hours 36 dB 32 dB

 LONG LIFE 2 3,000 lm 2,500 lm 50,000 hours

 WHISPER 3,000 lm 2,500 lm 20,000 hours 27 dB

*The figure are not drawn to scale.

Brightness Deterioration Comparison between Light Output Modes

*5 This is an estimate of the acceleration test performed under the condition of 50mg/m³ 
suspension dust concentration using JIS (Japanese Industrial Standards) standard 
powder. Cleaning intervals vary depending on the use environment.

Auto Power ON *9Quick Start *7

The projector can turn the power on to display the input image 
automatically when the input signal comes from connected 
devices.

When STAND BY MODE is set to QUICK START, projection starts 
within 1 second*8 of turning on. You can use to start presentation 
and class quickly.

*7 The standby power 
consumption of the 
mode is higher than 
the other modes.

*8 QUICK START is 
disabled in 30 minutes 
and the mode operating 
to same as NORMAL.

*9 Supported terminal are COMPUTER IN 1, HDMI 2 and VIDEO. This function is 
unavailable when STANDBY MODE is set to WOL or SAVING.

      This function may work unintentionally by connected external device.

*10 This projector is not a medical device and is not compliant to the DICOM standard, and neither the projector nor this function should be used for medical diagnosis. *11 To use Smart 
Device Control, an exclusive application, "PJ Quick Connection" is required. Visit to the maxell projector web site. http://biz.maxell.com/en/display_equipment/  *12 To use Smart Device 
Control, an exclusive application, "LiveViewer" is required. Visit to the maxell projector web site. http://biz.maxell.com/en/display_equipment/  This function is for Windows users only. 
*13 To use ,an exclusive application, "Projector Data Cloning Application" is required. Visit to the maxell projector web site. http://biz.maxell.com/en/display_equipment/

This is for illustrative purposes only.
*6 The function is not available depending on combination of input signals.

Standby

Signal input

ON

Installability

Convenient Functions

High Image Quality

*1 For laser light source. The value is an estimate and may vary depending on the use environment or 
use condition.

This is for illustrative purposes only.

Local availability may be limited.
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* Comparison photos are simulations.
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