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General Agent:



Compliant With:

Mohs-7 level 
Anti-Glare Glass

Wireless 
Screen Share

iWhiteboard  Software™

Front 2 USB2.0 ports
Bottom 1 USB2.0 port only for upgrades the 
system
Front 1 physical key
Front loudspeaker
4K ultra HD display
IR (Infrared Ray) touch technology
AG tempered glass 4mm Mohs level 7
Compatible with detachable OPS module

55" / 65" / 75" / 86" 

* Android is a trademark of Google Inc. Mac Logo is a trademark of Apple Inc.  Windows Logo is a trademark of Microsoft Corporation in the United States and other countries. 



IWB-ST75Model IWB-ST86IWB-ST55 IWB-ST65

Display Specification

Touch System

Connectivity

65" LED Backlight

 4K LED Panel 

1428 (H)×803(V) 

3840*2160

0.372×0.372mm

DLED

16:9

1200:1

1.07B(10bit)

350cd/m2

178°(H/V)

75"LED Backlight

4K LED Panel 

1650 (H)×928(V)

3840*2160

0.4296×0.4296mm

DLED

16:9

1200:1

1.07B(10bit)

350cd/m2

178°(H/V)

86"LED Backlight

4K LED Panel 

1895(H)*1066(V) 

3840*2160

0.4935*0.4935mm

DLED

16:9

1200:1

1.07B(10bit)

350cd/m2

178°(H/V)

55" LED Backlight

4K LED Panel 

1209(H)x680(V)

3840*2160

0.315 * 0.315 mm

DLED

16:9

1200:1

1.07B(10bit)

280cd/m2

178°(H/V)

Diagonal Display Size
Panel

Active Area (mm)
Resolution
Pixel Pitch
Back Light

Aspect Ratio
Contrast Ratio

Colors
Brightness

Viewing Angle
Screen Surface

Technology

Touch Supported

Writing Tools

Minimum Object Size

Response Time

Accuracy

Writing Height

Outputs (Speakers) 10W*2

Front Side USB2.0 2-Line

Outputs (Speakers) 8W*2

Front Side

Toughened Glass with Level 7 of Mohs Standard

Electrical 

Integrated Windows Standard OPS PC(Optional)

Android Version

CPU

GPU

RAM

ROM

Compliant With

Operating System

Windows OPS PC Slot Yes

Windows10/Windows8/Windows7/Windows XP/Mac/Android
32GB
3GB

Mali G51*2 
Cortex A73*2+A53*2

8.0

≤0.5W ≤0.5W ≤0.5W≤0.5W

Input Voltage

Power Requirement

Power Consumption
(Standby)

350W 350W 350W 350WOverall Power(Max.) 

Physical Specifications

Accessories

Net Weight (kg±2)

Gross Weight (kg±2)

Dimension(W*D*H) mm

VESA(mm)

31

41

1268×765×113

400*400

39

50

1488×895×87

600*400

53

70

1709×1019×87

600*400

76

105

1987*1177*100

800*600

https://www.AOV.com.hk

IWB-ST Series Interactive WhiteBoard

Passive infrared Pen 2pcs,  Remote Control,
3m Power Cable, 3m HDMI Cable, 5m USB Touch Cable (Type A-B), Wall Bracket

Infrared Recognition
10 Points Writing And 20 Points Touch

3mm

≤15ms

±2mm

≤3mm

3mm

≤10ms

±2mm

≤3mm

3mm

≤10ms

±2mm

≤3mm

3mm

≤10ms

±2mm

≤3mm

Finger,Passive Infrared Pen

I/O Port

HDMI OUT 1-Line, USB 2.0 
3-Line, USB 3.0 1-Line, 

TOUCH OUT 1-Line, HDMI 
IN 2-Line, VGA IN 1-Line, 
AUDIO IN 1-Line, RS232 

1-Line, AUDIO OUT 1-Line, 
LAN 1-Line, SPDIF 1-Line

HDMI OUT 1-Line, USB 2.0 3-Line, USB 3.0 3-Line, TOUCH OUT 2-Line, 
HDMI IN 3-Line, VGA IN 1-Line, AUDIO IN 1-Line, RS232 1-Line, AUDIO OUT 1-Line, 

LAN 1-Line, SPDIF 1-Line

10W*2 10W*2

100-240V~ 50/60Hz 3.5A
Yes



Dimension with Package (L*W*H)

Gross Weight

Net Weight

Max Load

Max Load Size

Matching Wall Mount

Color

1160×661×1597mm

1 pcs

1 pcs

0℃ - 40℃

10% - 90%RH

-20℃ -60℃

10% - 90%RH

1625×785×160mm

18kg

23.5kg

100kg

Recommend No more than 86 inch

3inch

WIB6540A/WIB9060C/WIB9060F/WIB9060G

Gray (bracket),Black (Hanging plate & Truckle)

mute
Truckle

Size

Type (mute /Non-mute)

®for AOV   IWB-ST Series

IWB-MS33
Mobile Stand

Physical Specifications

Accessories

Environmental Conditions

Dimension (L*W*H)

Screw Accessory Package

Operation Temperature

Operation Humidity

Storage Temperature

Storage Humidity

Installation Manual
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4K PC Module
PC Module

CPU

Memory

Chip set

Graphics

Detachable PC module

Intel 8th Generation CPU
Intel® Core™ i3-8100(3.6GHz) /
Intel® Core™ i5-8400(2.8GHz) /
Intel® Core™ i5-8500(3.0GHz) /
Intel® Core™ i7-8700(3.2GHz) optional

DDR4 4GB/8GB/16GB optional

SATA 500GB/1TB optional

Intel H310

Intel® UHD Graphics 630

Sound Card Integrated High Definition Audio Stereo

Networking

Wi-Fi

Bluetooth

Operating system

1000M

Windows10

4.2

802.11ac (2.4GHz/5GHz)

128GB/256GB optional
Optional Hard Disk

HDD

M.2 SSD

353×312×91mm

263.4× 246.1× 32.2m

495×367×337mm

Dimension(package)
L×W×H

Dimension L×W×H

Operation Temperature

Operation Humidity

Storage Temperature

Storage Humidity

Specifications Physical Specification

Environmental Condition

I/O Port

Type

(This function is available only with antennas）  

(This function is available only with antennas）

(Microsoft license for the pre-installed OS is supposed
to be obtained by the customers themselves.)

1pcs

5pcs

2.36kg

1.81kg

13.56kg

0℃ - 45℃

10% - 90%RH

-20℃ -60℃

10% - 90%RH

Gross Weight

Net Weight

1pcs

5pcs

Antenna *2

USB2.0 *2

USB3.0 *4

USB3.1 Gen *1 Type-C *1

DP OUT *1

HDMI OUT *1

MIC IN *1

LINE OUT *1

VGA OUT *1

RJ45 *1

HDD_LED *1

POWER_LED *1

120 PIN  Support

(This function is available only with antennas）



CORE

STORAGE

WIRELESS / BLUETOOTH

POWER

CPU: Realtek RTL8821AU-VS

Interface: USB 2.0

Wifi Standard: 802.11 a/b/g/n/ac,
2.4G & 5G(5150MHz-5250MHz & 5725MHz-5825MHz), Up to 433.5Mbps
Bluetooth:Support 2.1/3.0/4.0 BLE

Voltage: 5V DC
Consumption: < 2.5W

Temperature (º C): 32°F to 104°F (0°C to 40°C)
Humidity: 10% ~ 90% non-condensing

Physical (inch / mm): 3.90x0.43x3.03 in / 99x11x77mm
Packaging (inch / mm): 3.54x0.63x6.18 in / 90x16x157mm

Net (lb / kg): 0.07lb / 30g
Gross (lb / kg): 0.18lb / 80g

FCC, FCC ID, IC ID, CE, RCM

1. LB-WIFI-001
2. QSG

OPERATING CONDITIONS

DIMENSIONS

WEIGHT

REGULATIONS

PACKAGE CONTENTS

SPECIFICATIONS

2.4GHz and 5GHz, smooth playback

DB-WIFI-5G
Dual Band Wireless Module 

Dual Band Wireless Support

2.4GHz 5GHz+

TM

802.11AC

802.11AC wireless network

Faster Wi-Fi
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SPECIFICATIONS

1920x1080 with frame up to 30fps

AV-101
High Quality HD CMOS WebCam 

High-definition Image

Clear and natural stereo sound

Built-in Mic

®for AOV   IWB-ST Series

Image Sensor high quality CMOS sensor

Effective Pixels 2.07MP,16:9

Video Resolution

1920x1080@30fps/25fps;1280x720@30fps/25fps;960x540@30fps/25fps;

800x600@30fps/25fps;720x480@30fps/25fps;640x480@ 30fps/25fps;

640x360@30fps/25fps;320x240@30fps/25fps;320x180@30fps/25fps

View Angle 88°(D) /87°(H)/ 50°(V)

Focal Length 3.24mm

Minimum Illumination 0.5Lux(F1.8, AGC ON)

Focus Manual

AF Fixed

Backlight contrast On/off

Exposure Auto / Manual

Video Adjustments
Brightness,  Definition,  Saturation,  Contrast,  white  balance,  gain, anti-

flicker, low brightness compensation adjustable

SNR >50dB

Video Output USB2.0(Power, upgrade support)

Video Compression MJPEG,YUV2,H.264,H.265

Audio Input Inbuilt omni-directional mics

Input Voltage 5V

Input Current 500mA (max)

Power 2.5W(max)

Store Temperature

Store Humidity

Working Temperature

Working Humidity

Dimension 102mm*46mm*30mm

Weight 0.15kg

Accessory User Manual, Warranty card


