
SPECIFICATIONS

1920x1080 with frame up to 30fps

AV-101
High Quality HD CMOS WebCam 

High-definition Image

Clear and natural stereo sound

Built-in Mic

®for AOV   IWB-ST Series

Image Sensor high quality CMOS sensor

Effective Pixels 2.07MP,16:9

Video Resolution

1920x1080@30fps/25fps;1280x720@30fps/25fps;960x540@30fps/25fps;

800x600@30fps/25fps;720x480@30fps/25fps;640x480@ 30fps/25fps;

640x360@30fps/25fps;320x240@30fps/25fps;320x180@30fps/25fps

View Angle 88°(D) /87°(H)/ 50°(V)

Focal Length 3.24mm

Minimum Illumination 0.5Lux(F1.8, AGC ON)

Focus Manual

AF Fixed

Backlight contrast On/off

Exposure Auto / Manual

Video Adjustments
Brightness,  Definition,  Saturation,  Contrast,  white  balance,  gain, anti-

flicker, low brightness compensation adjustable

SNR >50dB

Video Output USB2.0(Power, upgrade support)

Video Compression MJPEG,YUV2,H.264,H.265

Audio Input Inbuilt omni-directional mics

Input Voltage 5V

Input Current 500mA (max)

Power 2.5W(max)

Store Temperature

Store Humidity

Working Temperature

Working Humidity

Dimension 102mm*46mm*30mm

Weight 0.15kg

Accessory User Manual, Warranty card


